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MAGNESOL®XL

“Frying Oil Saver”

FOOD SERVICE EQUIPMENT

Frying Oil Filtration Procedure

Procedimiento Official de Filtracion de Aciete

Be sure pump is in proper Position filter under drain. 3 Evenly spread MAGNESOL® XL
working order. Tighten all Shut off fryer. Attach drain powder onto filter paper in filter
fittings and seals. Be sure extension. machine. (See chart below for proper
screen or paper filter is Instale sl filtro debsjo del drenajs. Apague el amount of powder.)

sartgn. Conacte le extension del drenaja. Separe uniformaments af polvo de
secured properly with o leaks. L versbio Mo, PUMp NG MACNESGI*A et b B en
Aprioto todos los acoesorios y selos. oil into filter tank. DO NOT draw s b ot s
Asegurese que la mjilla o o filtre de papael g E
estén instalados adecuadamante, sin fugas, crumbs or sediments through For reversible filter, pour

filter machine. MAGNESOL® XL into filter tank.
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Drain frying oil into filter. Turn 5 RECIRCULATE frying oil 6 Close drain and pump clean,

on filter and wash sediment through the filter for 5-10 fresh frying oil back into the
from fryer with hot frying oil. minutes to remove dissolved fryer.
Drena el acalte echandolo en el filtro. ;mpuﬂﬂa;_ Clerre af drenaje y bombes aceite fresco y
Encignda &l fillro y remusva los resios con VUELVA A PASAR 8l acesits a través del limplo &n &l sartén,
acelle calients. = i T
For reversible filter, :T;LTQ: ranta 5-10 minytos para sliminar los
sediment from fry vat and wipe
- MAGNESOL®XL USAGE CHART
FRYING \ LBS. 14-25 | 2632 | 33-39 | 4046 | 47-53 | 54-60 | 6166 | 67-73 | 74-80

oL
CAPACITY GAL. 2-4 4-5 5-6 &7 7-8 8-8 89-10 10-11 11-20
Fluld Cz/Fryer 4 6 8 10 12 14 16 18 20
MAGNESOL" XL
Dry Waight OufFryer | 1.6 24 3.2 4.0 4.8 5.6 6.4 7.2 8.0
For heavy frying volume, add one third mone powder. Para frelr grandes cantidades, agregue un tencio mds da polvo

M www.dallasgrp.com

The Dallas Group of America, Inc. » 374 Route 22, P.O. Box 489 » Whitehouse, NJ 08888 + USA 1.800.367.4188
« Europe & Middle East 43-6053-5081 + Latin America 908.627.2169 « North Asia Pacific 86 135 0167 0642 « South Asia Pacific 81 (03) 95786 317




